
NV2300iS Inverter Generator Quick Start Guide

Please read the operator's manual and safety warnings carefully before use.



1. Package List

MANUAL

① ② ③ ④ ⑤ ⑥ ⑦ ⑧

Content：①Inverter Generator ②5-20P Plug ③L6-30P Plug ④Engine Oil ⑤Dual Purpose

Screwdriver⑥Spark Plug Sleeve⑦Oil Funnel⑧User Manual

2.Operation Instruction

Control Panel

Spark Plug Cover

Fuel Cap

3-in-1
Switch Knob

Recoil Starter

Oil Cover Plate

Air filter
Maintenance
Panel



3.Startup steps

1. Preparation before Starting
1.1 Add Engine Oil

1.2 Add Fuel

1.3 Connect Ground Wire

2. Start the Generator
2.1 Unscrew fuel cap 2.2 Turn the 3-in-1 switch to the "CHOKE" position

Unscrew the fuel cap

Unscrew the oil cap
Take out oil dipstick

Check the oil dipstick

The oil position should
be within the mark on
the oil dipstick.

Add gasoline and cannot exceed the red
marking line

Add engine oil

Red marking line

GND connection point

The ground terminal is connected
to the ground wire to prevent
electric shock. When electrical
equipment is grounded, the
generator must be grounded.

Turn the fuel lever vent to the "ON" position Turn knob to “CHOKE” when it is cold engine
start.
Turn knob to “ON” when it is hot engine start.



2.3 Pull Recoil Cord

2.4 Connect the Load
Wait for 10 seconds until the engine runs smoothly, and then connect the load.

Pull the recoil cord slowly until
resistance is felt and then pull

Turn the 3-in-1 knob to
"ON"


