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SEMI-TRASH WATER PUMP SPECIFICATIONS

SPECIFICATIONS

PUMP

Pump Type

Intake Port Diameter

Discharge Port Diameter

Port Connection Type

Max Flow Rate

Maximum Overhead Lift

Maximum Suction Lift

Impeller Material

Volute Material

Filtration Size

Length x Width x Height

Product Weight

Self-Priming Centrifugal

NPT

141 Gal/Min (533.74 L/Min)

100 ft (30.48 m)

23 ft (7.0 m)

Cast Iron

Cast Iron

1/2" Solids (12.7 mm)

21" x 17" x 16.4" (530 x 430 x 416 mm)

77 lbs (35 kg)

NV20SWPK

ENGINE

Engine Model

Engine Displacement

Fuel Capacity

Spark Plug

Spark Plug Gap

Oil Type

Oil Capacity 

Low Oil Shutdown

W210F

212cc

W210F

4-Stroke, Air Cooled, Overhead Valve (OHV)

Regular unleaded gasoline with a minimum octane rating of 87 
and ethanol content of no more than 10% by volume.

Engine Type

Fuel Type

0.8 gal (3L)

F7RTC - Torch

0.028-0.030 in. (0.7-0.8mm)

SAE 10W-30

20 fl oz (0.6 L)

Yes
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2 in. (50.8 mm)



SEMI-TRASH WATER PUMP INTRODUCTION / REGISTER YOUR PRODUCT / SAFETY DEFINITIONS

INTRODUCTION
Congratulations on your purchase of a Novus° 

branded product. This model is the result of 

Novus’s vast experience in the production of high- 

quality, cost-effective equipment.

It represents the high degree of reliability and 

innovation that Novus has dedicated itself to.

This manual will give you an understanding of the 

assembly, operation and basic maintenance of 

this unit. If you have any questions concerning the 

operation or maintenance, please contact us at 

support@novuspowerequipment.com or 800-409-

7802.

We want you to continue to use and be satisfied 

with your product for years to come, therefore 

please fully familiarize yourself, and others who 

plan on operating the product, with the proper 

safety and operation procedures before each use.

We continually seek advancements in product 

design and quality. Therefore, while this manual 

contains the most current product information 

available at the time of printing, there may be 

minor discrepancies between your product and 

this manual.

When contacting us about parts and/or service, 

you will need to supply the complete product and 

serial number of your unit.

PRODUCT NUMBER

SERIAL NUMBER

DATE OF PURCHASE

REGISTER YOUR PRODUCT
To ensure you receive important service 

information in the event of a product update or 

recall, please register your product. Your 

information will remain confidential. It will not be 

released to any other company or organization. 

Failure to register your product does not diminish 

your warranty rights.

REGISTER HERE 

SAFETY DEFINITIONS
The purpose of safety symbols is to attract your 

attention to possible dangers. The safety symbols, 

and their explanations, deserve your careful 

attention and understanding. The safety warnings 

do not by themselves eliminate any danger. The 

instructions or warnings they give are not 

substitutes for proper accident prevention 

measures.

DANGER indicates a hazardous situation 

which, if not avoided, will result in death or 

serious injury.

WARNING indicates a hazardous situation 

which, if not avoided, could result in death or 

serious injury.

CAUTION indicates a hazardous situation 

which, if not avoided, may result in minor or 

moderate injury.

DANGER

WARNING

CAUTION
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IMPORTANT SAFETY INSTRUCTIONS
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DANGER

Engine exhaust contains carbon monoxide, a 

colorless, odorless, poisonous gas. Breathing 

carbon monoxide can headaches, nausea, 

dizziness, drowsiness, confusion, fainting or 

death. If you start to feel dizzy or weak, leave 

the area immediately, get fresh air and Seek 

Medical Treatment.

ALWAYS OPERATE EQUIPMENT OUTDOORS 

ONLY, IN A WELL VENTILATED AREA.

NEVER operate the Outdoor Power 

Equipment inside any building, including 

garages, basements, sheds or other confined 

spaces.

DO NOT allow exhaust fumes to enter a 

confined area through windows, doors, vents 

or other openings while operating the 

product.

DANGER

Using an engine indoors CAN KILL YOU IN 

MINUTES. Engine exhaust contains carbon 

monoxide. This is a poison you cannot see or 

smell.

DANGER

DO NOT allow untrained individuals or 

children to use this unit.

Rotating parts can entangle hands, feet, hair, 

clothing and/or accessories. Amputation or 

severe laceration can result.

Keep hands and feet away from rotating 

parts.

Tie up long hair and remove jewelry.

Operate equipment with guards in place.

DO NOT wear loose-fitting clothing, dangling 

drawstrings or items that could become 

caught.

WARNING

Before operating your machine, carefully 

read and understand all safety, controls and 

operating instructions in this Operator’s 

Manual.

Failure to follow these instructions could 

result in property damage, serious personal 

injury or death.

WARNING



Clear the work area before each use. Remove 

all objects such as rocks, broken glass, nails, 

wire, or string which could cause risk of 

personal injury, be thrown or become 

entangled in the machine.

Always wear eye protection with side shields 

marked to comply with ANSI Z87.1. Failure to 

do so could result in objects being thrown 

into your eyes and other possible serious 

injuries.

Keep all bystanders, children, and pets at 

least 50’ (15m) away when operating the 

unit.

Always wear sound protection (ear mufflers 

or ear plugs) to reduce the risk of hearing 

loss associated with long term engine sound 

level(s).

Always wear heavy long pants, boots, 

gloves, and a long sleeve shirt. Do not wear 

loose clothing, jewelry, short pants, sandals, 

or go barefoot. Secure long hair so it is 

above shoulder level to prevent 

entanglement in rotating parts.

Do not operate this unit when you are tired, 

ill, or under the influence of alcohol, drugs, 

or medication.

Do not operate in poor lighting.

Always wear a face filter mask in dusty 

conditions to reduce the risk of injury 

associated with the inhalation of dust.

Do not overreach. Overreaching can result in 

loss of balance or exposure to contact with 

hot surfaces or rotating parts.

Always inspect the unit before each use for 

loose fasteners, fuel leaks, etc. Replace 

damaged parts.

Use only identical manufacturer’s 

replacement parts and accessories. Use of 

any other replacement parts may create a 

hazard or cause product damage and void 

your warranty.

Maintain the equipment per maintenance 

instructions located in this Operator’s 

Manual.

WARNING

SEMI-TRASH WATER PUMP IMPORTANT SAFETY INSTRUCTIONS
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DANGER

Rotating parts can cause severe bodily injury. 

Stop the engine and ensure all components 

have stopped rotating before installing / 

changing parts or performing maintenance.

Never operate ground engaging equipment 

near underground electric cables, telephone 

lines, pipes or hoses.

It is recommended to contact your utility 

provider or diggers hotline in your area 

before operating ground engaging 

equipment.

WARNING

Before performing any service to the unit: 

The engine switch must be in the OFF 

position and the engine completely stopped. 

Allow the engine to cool down, remove and 

ground the spark plug wire.

WARNING

WARNING

Running engines produce heat. Severe 

burns can occur on contact. Combustible 

material can catch fire on contact.

DO NOT touch hot surfaces.

Avoid contact with hot exhaust gases.

Allow equipment to cool before touching.

When operating maintain at least 3 ft. (91.4 

cm) of clearance on all sides to ensure 

adequate cooling.

Maintain at least 5 ft. (1.5 m) of clearance 

from combustible materials.



Rapid retraction of the recoil cord will pull 

hand and arm towards the engine faster 

than you can let go. Broken bones, fractures, 

bruises or sprains could result. Unintentional 

startup can result in entanglement, traumatic 

amputation or laceration.

When starting the engine, pull the recoil cord 

slowly until resistance is felt and then pull 

rapidly to avoid kickback.

WARNING

SEMI-TRASH WATER PUMP
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Prolonged exposure to vibrations could 

cause blood vessel or nerve damage in 

fingers, hands, and joints. If symptoms such 

as numbness, or loss of feeling in the fingers, 

hands, or joints occur, discontinue the use of 

the product and seek medical attention.

CAUTION

Fuel Safety

DANGER

GASOLINE AND GASOLINE VAPORS ARE 

HIGHLY FLAMMABLE AND EXPLOSIVE.

Fire or explosion can cause property damage, 

severe burns or death.

Gasoline and gasoline vapors:

Gasoline is highly flammable and explosive.

Gasoline can cause a fire or explosion if 

ignited.

Gasoline is a liquid fuel, but its vapors can 

ignite.

Gasoline is a skin irritant and needs to be 

cleaned up immediately if spilled on skin or 

clothes.

Gasoline has a distinctive odor; prolonged 

exposure to gasoline fumes could cause 

serious long-term consequences. Seek fresh 

air if exposed more than a few minutes. 

Gasoline expands or contracts with ambient 

temperatures. Never fill the gasoline tank to 

full capacity, as gasoline needs room to 

expand when temperatures rise.

In the case of any petroleum gasoline fire, 

flames should never be extinguished unless 

the fuel supply valve can be turned OFF. By not 

doing so, if a fire is extinguished and the 

supply of fuel is not turned OFF, an explosion 

hazard could be created.

IMPORTANT SAFETY INSTRUCTIONS



DO NOT light or smoke cigarettes while 

handling gasoline.

Always store or transfer gasoline in an 

EPA/CARB compliant fuel tank.

Never pump gasoline directly into the 

products fuel tank at the gas station.

Always drain gasoline outdoors in a well- 

ventilated area.

Always loosen fuel cap slowly to release any 

vapor pressure and to keep fuel from 

escaping around the fuel cap.

Always replace and tighten the fuel cap 

securely after fueling.

Always stop the engine and allow it to cool 

for a minimum of five minutes before 

refueling.

Never remove the fuel cap or add fuel while 

the engine is running or when the engine is 

hot.

DO NOT overfill the gasoline tank.

DO NOT tip the product allowing fuel or oil to 

spill.

In the event of spilled fuel, allow the fuel to 

evaporate fully, then move the product 10 ft. 

(3m) away from the refueling site before 

starting the engine to avoid potential 

ignition of fuel vapors.

Save these instructions. Refer to them 

frequently and use them to instruct others 

who may use this product.

SEMI-TRASH WATER PUMP
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DO NOT attempt to start a damaged unit.

Always check that the gasoline cap, air filter, 

spark plug, fuel lines and the exhaust system 

are properly in place.

Always be certain that the unit is resting 

firmly on level ground.

WARNING

When transporting the unit, always check 

that the fuel valve is in the OFF position.

CAUTION

Never use a gasoline container, gasoline 

tank, or any other fuel item that is broken, 

cut, torn or damaged.

WARNING

DANGER

DO NOT pump gasoline or fuels, fuel-oil 

mixtures, acids, chemicals, detergents, liquids 

for human consumption, fertilizers, pesticides 

or any other flammable liquid or corrosive.

Water pumped through this unit shall not be 

used as drinking water.

When adding or removing gasoline:

IMPORTANT SAFETY INSTRUCTIONS

CAUTION



Safety Symbols

SEMI-TRASH WATER PUMP

Some of the following symbols may be used on this product. Please study them and learn their meaning.  

Proper interpretation of these symbols will allow you to safely operate the product.

SYMBOL MEANING
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Read Operator’s Manual. To reduce the risk of injury, user must read and understand 

operator’s manual before using this product.

Eye and Ear Protection. Always wear safety goggles or safety glasses with side shields, 

and as necessary a full face-shield as well as full ear protection when operating this 

product. Always wear eye protection with side shields marked to comply with ANSI Z87.1.

Footwear. Always wear safety shoes or heavy boots when operating the machine.

Gloves. Always wear nonslip, heavy-duty protective gloves when operating this 

product.

Safety Alert. This machine was built to be operated according to the safe operation 

practices in this manual. As with any type of power equipment, carelessness or error 

on the part of the operator can result in serious injury. This machine is capable of 

amputating fingers, hands, toes and feet and throwing foreign objects. Failure to 

observe the safety instructions could result in serious injury or death.

Risk of Fire. Fuel and its vapors are extremely flammable and explosive. Fire can cause 

severe burns or death. Do not add fuel while the product is operating or still hot.

Hot Surface. To reduce the risk of injury or damage, avoid contact with any hot surface.

Open Flame Alert. Fuel and its vapors are extremely flammable and explosive. Keep 

fuel away from smoking, open flames, sparks, pilot lights, heat, and other ignition 

sources.

Toxic Fumes. The engine exhaust from this product contains chemicals known to 

cause cancer, birth defects and other reproductive harm.

Risk of Asphyxiation. This engine emits carbon monoxide, an odorless, colorless 

poison gas. Breathing carbon monoxide can cause nausea, fainting or death. 

Use only in a well-ventilated area.

Clearance. Keep all objects including others at least 10 feet (3m) from this machine. 

Only one person should operate the tiller and load the logs.

IMPORTANT SAFETY INSTRUCTIONS
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